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SPEED POST / REGISTERED ACK DUE
Dte Gen Md Accn Project

E-in-C”s Branch,

Integrated HQ of MoD (Army)

Kashmir House, Rajaji Marg

New Delhi — 110011

81987/MAP/PH II/PKG-34/PortBlair(N)/ /E8 Nov. 2010

M/s

CA NO : DGMAP/PHASE-II/PKG-34/PORT BLAIR(N) OF 2010-2011 : CONSTRUCTION OF
RESIDENTIAL ACCOMMODATION FOR NAVY AT PORT BLAIR

1. Reference Tender Document for above mentioned work issued vide this officer Letter No.
81986/MAP/PH II/PKG-34/PortBlair(N)/ /E8 dated 22 Oct. 2010.

2. Amendments / errata to the tender documents for the subject work issued vide this HQ letter under
reference are as under :-

Srl. | Page Reference to item,

. Particulars of amendments / errata
No. No. | clause, para, line etc.

1 2 3 4

1 11,12 | Para 3 Delete in toto and replace with para 3 as on Page 12(A) attached

2 13 Note 5(d) Line 1 Add at the end :-
“Irrespective of what has been shown on drawings, JCO/OR DUs
shall be provided with 500 Itr. domestic water tank (in lieu of 300
Itr. domestic water tank) adjusting in specified space with suitable
diameter of tank.”

3 13 Note 5(j) Line 4 For : “...box, kitchen cabinets, study alcove etc.”

Read : “...box, kitchen cabinets, study alcove, 6 inch. dia. hole in
kitchen outer wall to receive chimney exhaust covered with
suitable cowl of PVC etc. Architrave of size 40x6 mm shall be
provided at all possible places on both sides of wooden frames.”

4 13 Note 5(k) Delete in toto and read as under :-
“5(k) Vent pipe to be fixed as per typical schematic diagram
attached at Page 20(A).”

5 13 Note 5(1) Line 1 For : “Excavation & earthwork, preparatory works...”
Read : “Excavation & earthwork including timbering/planking for
support, preparatory works...”

6 20 | After Note 43 After Note 43, add new Note 44 & 45 as under :-

“44. Assistance will be provided by Station Commander for taking
permission from Civil Authorities for provision of water via
borewell/desalination plant or from any other source for
construction and for labour use.

45. The contractor shall maintain the following registers at site :-
a) Site Order Book

b) Work Diary

c) Material Testing Register

d) Material Passing Register

e) Stage Passing Register

f) Level Register

g) Sample Approval Register

h) Store Requirement Register

contd...
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i) Concrete Cube Test Register

i) Slump Test Register

k) Cement and Steel Test Register

[) Deviation Register

m) Proprietary Items Register

n) Concrete Mix Design Register

0) Water Cement Ratio Register

p) Silt Content Register

q) Sand Bulkage Register

r) Visitor's Register

s) Job Formats for Quality Assurance Check Lists for Major
Activities

t) Work Hindrance Register”

Any other details and specified requirement (station wise) as

deemed necessary.

Entries shall be made in all register daily or as and when required.

The registers shall be kept at site in safe custody of the

contractor’s representative during the progress of the work and

shall be produced for \verification to the Inspecting

Officer(s)/representative of DEPM Consultant. Registers should

be maintained neatly without corrections / over writings. The

registers shall be properly page numbered with index of contents

in the 1% page. All entries should be signed by authorized

representative of the contractor with columns left for signature of

Project Manager / DEPM Consultant.”

7 23 | After Note 6 After Note 6, add new Note 7 as under :-

“7. Water Meter, as shown on the drawings, are not to be
provided and in lieu of same, a long screw is to be fixed as per
the schematic diagram attached at Page 27(A).”

8 27 | After Note 6 After Note 6, add new Note 7 as under :-
“7. Conduit pipe for Telephone and TV to be fixed as per typical
schematic diagram attached at Page 42(A).”

9 75 | After Note 4 Add new Note 5 & 6 as under :-

“5. The surplus earth from cutting/excavation shall be utilized to
make kacha path way (sloped if required) between blocks duly
watered and hand rammed as per direction of PM.

6. The cutting of hard rock under Sr. Item No. 10 to 16 and

28 to 30 are to be executed by chiseling / mechanical plants. In
case, permission is accorded for blasting, then payable rates for
these items will be reduced by dividing with 1.5.”

10 78 | S. No. 28 Column 2 Delete the description of item into and substitute as under :-
“Excavation in trenches not exceeding.1.5m width and not
exceeding 1.5m deep, for foundation etc. and getting out in hard
rock, complete all as specified.”

11 81 Note 3 Delete in toto and read as “BLANK”.

12 185 | After Clause 1.8 Add new Clause 1.9 as under :-

“1.9 Water used in the work shall be potable and shall conform to
the requirements stipulated in 1S:456 and in clause 4.9 of MES
Schedule Part I.”

13 187 | Clause 2 Line 2 For : “Section — | to X"
Read : “Section — | to XI”
14 187 | 3.2.1Line 10 Add after ‘permitted’ :-

“Except in rare situation after written approval from local/civil
authorities with all safety precautions as per rules and at no extra
cost beyond provision of schedule.”

15 188 | Clause 3.2.2 Add at the end :-
“without any extra cost.”

contd...
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16 190 | Clause 3.5 Line 7 Delete description in sub para “Fixing of Benchmark and ground
level records :” and replace it with new Clause 3.5(A) as under :-
“3.5(A) Fixing of Benchmark and ground level records : The site is
undulating and covered with tall shrubs/bushes in most of the
parts. Existing shrubs/bushes will be cleared, survey of the entire
area will be carried out at the time of handing over of the site to
the contractor and a spot level sheet of each site shall be
prepared to include the following without any additional cost.”

17 193 | Clause 4.1.3 Delete in toto and substitute as under :-

(a) Fine aggregate for all concrete works, manufacture of
hollow/solid PCC blocks (using crushed stone fine aggregate
complying with grading Zone Il as specified in IS -383), mortar to
be used in the work and rendering shall be 100% crushed stone
fine aggregate (complying with specification given in Para (c)
below). River sand (brought from main land) may also be used for
the above mentioned works at the option of contractor without any
extra cost to the Govt. Contractor shall make his own
arrangement for procurement of river sand. However the source
of the sand shall be got approved in writing from the PM, before
incorporating in the work. Sea sand shall not be permitted to be
used in the work.

(b) River sand (if the contractor desires to use in lieu of
crushed stone fine aggregate) to be incorporated under this
contract shall be of grading Zone-Il as specified in IS 383 and
shall comply with the following requirements :-

(i) Sand shall not contain any pebbles or stones or sea shell
which are retained on IS sieve designation 10 mm.

(i) Sand shall not contain any vegetation, leaves/branches/roots
of trees twig etc.

(i) Sand shall not contain silt more than 5 %.

(c) Crushed stone fine aggregate for rendering shall comply
with the following requirements:-

(i) Limit of deleterious material shall not be more than 5 % by
weight as determined by tests specified in I1S: 2386 part Il 1963.
(i) Average compressive strength as determined in accordance
with IS : 2250-1965 for 1:6 cement plaster shall not be less than
30 kg/Sgcm.

(i) Quantity of water for ganging shall be that required to give a
flow between 110 to 115 with 25 drops in 15 seconds as
determined with 1S:1727-1967.

(iv) Gradation shall be as under :-

Sl. No. IS sieve % Passing

1 10mm 100

2 4.75mm 95-100
3 2.36mm 95-100
4 1.18mm 90-100
5 600 micron 80-100
6 300 micron 20-60
7 150 micron 0-20

(d) Crushed stone fine aggregate for PCC/RCC works shall
meet the requirements of grading zone Il all as specified in
IS-383.

(e) For the purpose of pricing deviations involving fine
aggregate, the rates given in respective items of SSR subject to
contractor’s quoted percentage shall be applicable for various
works, irrespective of type of fine aggregate used.

contd...
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18

195

Clause 4.1.10 (b)
Line 11

For : “For structural works, cement......... site immediately.”
Read : “Cement should be transported at site in a special
moisture proof packing. Cement older than four months from the
date of manufacturing shall not be used in the works and shall be
removed from the site immediately.”

19

196

Clause 4.4.2
Line 1

For : “Unless otherwise...”
Read : “Irrespective of what is...”

20

196

Clause 4.4.2
Line 3

For : “M-25"
Read : “M-30"

21

197

Clause 4.7.6
Line 2

For : “380 Kg/cum”
Read : “360 Kg/cum”

22

197

After Clause 4.7.6

Add new Clause 4.7.7 as under :-

“4.7.7 COVER TO CONCRETE : Spacers, cover blocks should be
of concrete of same strength or approved PVC. Tolerance for
cover will be strictly as per Clause 12.3.2 of 1S-456, otherwise the
portion of the structure shall be rejected.”

23

198

Clause 4.9.7 (s)

Delete the clause in toto and read as under :-
“(s) Dry Film Thickness Gauze (instrument to measure the Dry
Film Thickness in microns for paint to be applied”.

24

198

After Clause 4.9.7 (v)

Add new Clause (w), (x) and (y) as under :-

“(w) Coating Measurer (required to measure wall putty thickness
and other painting works.

(X) Gloss meter (for tile inspection).

(y) All relevant IS Codes and references stated in the contract.”

25

207

Clause 4.14.1 Line 1

Add in the beginning as under :-
“Irrespective of what has been shown on drawings etc.,”

26

209

Clause 5.3 Line 1

For : “...Clause 5.4 of MES Schedule.”
Read : “...Clause 5.4, P-88 of MES Schedule.”

27

209

After Clause 5.1.2 (a)

After Clause 5.1.2 (a) add new Clause 5.1.2 (b) as under :-

“b) The contractor shall have option to manufacture the PCC
blocks at site with suitable vibratory moulding machines with all
precautions and ingredients as per relevant IS code.”

28

210

Clause 6.1

Delete in toto and read as under :-

“Irrespective of what has been stated elsewhere in contract or
mentioned in drawings, all wooden frames/chowkhats, cleats,
checkstops, fillets, battens, edging, beading, architraves etc.
(except flush shutters, veneered particle boards, block boards and
timber for formwork) of specified size shall be of Padauk Wood of
Category 1(B) duly treated as Special Grade Kiln Seasoning with
Grade-| Preservative treatment as categorized by A&N
administration (Ex-Government Saw Mill, Chatham, Port Blair).”

29

212

After Clause 7.2.5

Add new Clause 7.2.6 as under :-

“7.2.6 Irrespective of what has been shown on drawings or stated
elsewhere, all the Fly Mesh/Wire Gauge shall be of Stainless
Steel (304 Grade), 0.56mm thick with 1.15 aperture.”

30

213

Clause 7.5 Line 1

For : “PVC/FRP DOOR SHUTTERS WITH FRAMES : PVC/FRP”
Read : “FRP DOOR SHUTTERS WITH FRAMES : FRP”

31

213

Clause 7.5.1,7.5.2 &
7.5.3

Delete in toto and read as “BLANK".

32

214

Clause 7.5.6 Line 2

For : “PVC/FRP”
Read : “FRP”

33

214

Clause 8.3

For : “250 mm sliding door bolt”
Read : “300 mm sliding door bolt”

34

215

Clause 8.10

Add at the end :-
“of size 115 mm”

contd...
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35 216 | Clause 8.17 For : “Wire mesh............... on drawings.”
Linel,2&3 Read : “Stainless Steel wire mesh (304 grade), 0.56 mm thick with

1.15 mm aperture shall be provided irrespective of what has been
shown on drawings or mentioned elsewhere in the contract.”

36 216 | Clause 8.17 For : “aluminum windows/CSWs”

Line 7 Read : “aluminum windows/steel doors/CSWs.”

37 216 | After Clause 8.17 After Clause 8.17, add new Clause 8.18 as under :-
“8.18 Irrespective of what has been stated anywhere in the
contract or drawings etc., all grills, railings, servant room windows
(except the single window co-joined with the entrance door of
servant room) shall be of Aluminum sections.”

38 219 | Clause 9.7 Add at the end :-
“The hold fast shall be hot tarred and sanded before being fixed to
the doorframe.”

39 219 | Clause 9.7 Line 4 For : “23cmx23cmx15cm”
Read : “20cmx20cmx20cm”

40 221 | Clause 9.11.1 Line 2 For : “best available 2™ class Padauk Wood.”
Read : “Padauk Wood of Category 1(B) duly treated as Special
Grade Kiln Seasoning with Grade-I Preservative treatment as
categorized by A&N administration classification.”

41 221 | Clause 9.11.2 Delete in toto and read as “BLANK".

42 222 | Clause 10.1 Line 3 For : “Bare galvalume Aluminum sheet”
Read : “Galvalume colour coated sheet”

43 222 | Clause 10.1 Add at the end :-
“All the members of the trusses shall be manufactured at the
factory and carried to the site for assembling. After sand blasting,
primer coat and one coat of paint as specified. The final coat of
paint shall be applied at site.”

44 222 | Clause 10.2 Delete in toto and read as under :-

“10.2 COLOUR COATED GALVALUME SHEETS FOR ROOFING
. Hi-rib colour coated sheets (Navy Blue as approved by PM)
having 345 Mpa yield strength for roofing conforming to ASTM
792A specification of 0.55 mm (TCT) (Total Coated Thickness),
with 18-20 microns Top Coat over 5 microns primer and 8-10
micron alkyd backer, zinc-aluminum alloy of AZ-150. The sheet
shall have a hot dip metallic zinc-aluminum alloy coating of zinc
(43.5%) and aluminum (55%) and silicon (1.5%) with total mass
coating of 150 gsm/sgm on both sides, with seam lock screwless
system (site forming) having trapezoidal profile with minimum
51mm profile depth and minimum 480mm covered width. Side lap
is to be seamed further with full 360 degree double lock system
using electric portable seamer at site through company authorized
Erector. Sheet to be fixed using concealed clips made of special
Gl Steel base and stainless steel tab which allows adequate
movement of roof in either direction as per design requirement.
The base of panel to have horizontal stiffening ribs through the
length complete. The galvalume sheets shall be able to withstand
70-80 Km/Hr of wind speed and shall be procured from reputed
vendors like Interarch, Multicolor, Tata Bluescope, Everest, Kirby,
Lloyd Insulations. Contractor shall submit original purchase
vouchers and test certificate of the galvalume colour coated sheet
from the manufacturer to the PM before incorporating in the work.
Bird proof sealed flashings fabricated out of colour coated
galvalume plain sheet of 0.55mm (TCT) to be cut and bent as per
site requirement / as shown on drawings.”

contd...
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45 222 | Clause 10.3 For heading : “Water Proofing Treatment to Sunken Floor.”
Heading Read : “Water Proofing Treatment to Sunken Floor and Slab
below the Water Tanks.”
46 226 | Clause 11.3.4 Add at the end :-

“Ornamental/Decorative Border tiles shall be provided as
approved by PM.”

47 228 | Clause 11.3.11 Line 9 | For : “15-18mm”
Read : “15-18mm with edges champhered and rounded”

48 229 | Clause 11.3.15 Add at the end :-

“The interlocking precast paving tiles shall be factory made from
the approved makes as specified in Appendix ‘C’. Shape, size
and pattern etc. shall be approved by PM and the compressive
strength shall be got tested from the approved laboratory and a
record shall be kept.”

49 230 | Clause 11.4.3.2 Add at the end :-
“The treads shall be rounded and chamfered on the edges.”
50 230 | Clause 11.4.3.3 Add at the end :-

“Kadappa Stone Shelves Shall be provided in servant quarters
and in the lobby of all DUs as shown in drawings.”

51 230 | Clause 11.4.4.3 Line 2 | For : “cement mortar (1:4)"
Read : “ Cement mortar (1:3)”

52 230 | Clause 11.4.4.3 Line 3 | For: “13.40.2 &13.40.3”
Read : “13.40.2"

53 230 | Clause 11.4.5.1 Line 1 | For : “cement mortar (1:3)"
Read : “Cement mortar (1:4)”

54 230 | Clause 11.4.5.2 Line 2 | For : “cement mortar (1:4) and as specified in clause 13.40.2 and
13.40.3"
Read : “ Cement mortar (1:3) and as specified in Clause 13.40.2"

55 231 | Clause 12.1.2 Add at the end :-
“No trowel marks shall be visible/perceptible to naked eye. For

each trowel mark noticed an amount of * 1,000/- shall be withheld
till they are removed by the time of handing over of DUs.”

56 231 | Clause 12.1.4 Line 3 For: “12 mm”
Read : “10 mm”

57 232 | Clause 12.3.1 Add at the end :-

“Sand used will be 50% coarse & 50% fine and shall be laid as
per provision of SSR 2009 Part I. Ceiling plaster shall be 5 mm
thick in cement mortar (1:3).”

58 233 | Clause 13.2.6 Line 1 For : “Oil Bound Distemper”
Read : “Oil Bound Distemper Acrylic”

59 237 | Clause 15.3.2 Delete contents of Clause 15.3.2 and substitute as under :-
“15.3.2 Painting of pressed steel door frames, steel windows, mild
steel members including trusses shall be carried out as under :-
a) Surface Preparation — Shall be done with abrasive blast
cleaning as per Swedish Standard SIS 05-5900:1967.

b) Primer Coat — Primer Coat of average Dry Film Thickness (DFT
100-120 micron) shall be done with Epoxy Zen Primer Lt Grey or
equivalent.

c¢) Intermediate coat — Polyurethane based primer surface with
average DFT (DFT 35-45 micron) shall be done with 2 KPU
Primer Surface Grey or equivalent.

d) Finishing Coat — The finish coat or top coat shall be done with
Polyurethane based with average DFT (DFT 35-45 micron) shall
be done with 2 KPU finish coat or equivalent. Dry Film Thickness
(DFT) gauge shall be used for measuring the DFT.”

60 238 | Clausel6.2 Heading For : “FALSE CEILING”

contd...
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Read : “FALSE CEILING FOR JCOs/ORs DUs”

61 238 | Clausel6.2 Line 5 For : “...drawings, details, BOQ and specifications/ manufacturer’s
specifications.”
For : “...drawings and manufacturer’s specifications.”
62 238 | After Clause 16.2 Add new clause 16.2(A) as under :-
“16.2(A) FALSE CEILING FOR OFFICERs DUs :
(a) White colour false ceiling will be of 8300 unplasticized Poly
Vinyl Chloride (uPVC) hollow section which will have a thickness
of minimum 6 mm & width of minimum 250 mm. It will be tongue &
groove system based having sliding interlocking. No screw should
be visible to the occupant.
(b) The grid will be of G.l1. channel which will have minimum 8 mm
side lips section of minimum overall size 20 mm x 60 mm. It will
be clipped on the G.I. suspended C-section of minimum size 12
mm X 40 mm and having thickness of minimum 0.5 mm. The
C-section will be fixed on the side wall & will be suspended in
level with the hanging G.I. wire fastener & suitable holding
system. The G.l. channel section should be fixed on the C-section
at right angles at an equal distance of minimum 1.0 m depending
on the ceiling height and air circulation conditions.
(c) The 8300 uPVC section should be fixed on GI channel section
with the help of self tapping steel screw of minimum size 5 mm x
12 mm keeping in mind that no screw is visible form front. A
suitable uPVC J section of minimum size 10 mm x 25 mm will be
provided on all the sides of profile to cover the open edges. If any
joint comes in the profile, it should be joined with the help of H
section of minimum size 10 mm x 55 mm. The colour combination
and designs will be provided will be provided in ceiling as per the
site requirement and as desired by the Project Manager.”
63 238 | Clause 16.4 Delete in toto and read as “BLANK”".
64 239 | Clause 16.9 For : “ISI marked”
Line 4 Read : “conforming to ISI”
65 239 | Clause 16.9 For : “1 mm”
Line5 Read : “0.63 mm”
66 239 | Clause 16.10 Delete in toto and read as “BLANK”".
67 239 | Clausel6.11 Delete in toto and read as under :-
“FRP SHEET IN SHAFT COVER : 1.5mm thick FRP sheet as
approved by PM to cover the shaft as shown on drawings shall be
fixed to wall with minimum 04 Nos. 25mm chromium plated
screws per mtr. on either side with the help of rawl plugs driven in
the wall. The FRP sheet shall be fixed in a sturdy manner to the
wall with at least 50mm lap on the wall on either side.”
68 239 | Clausel6.15 Line 2 For : “19/20mm”
Read : “18mm”
69 240 | Clause 16.16 Line 3 For : “19/20mm”
Read : “18mm”
70 240 | Clause 17.1.1 Line2 For : “15”
Read : “IS”
71 241 | Clause 17.2.1 Delete Note 1 in toto.
Note 1 & 2 Delete Note 2 in toto and read as under :-
“European WC floor mounted type with jet spray in all DUs.”
72 241 | Clause 17.3 (a) Line 2 | For : “Hindustan Sanitary Ware”
Read : “Hindware”
73 241 | Clause 17.3 (@) Line 4 | For : “Hindustan Sanitary Ware Cat No. 10016”
Read : "Hindware Cat No. 10017”
74 241 | Clause 17.3 (a) (v) For : “Mirror for JCO/OR & mirror with cabinet for offrs.”

Read : “Mirror over wash basin as specified.”

contd...
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75 241 | Clause 17.4 For :“17.4 SOAP DISH : "
Read : “17.3(A) SOAP DISH "
76 242 | Clause 17.5 For : “17.5 MIRROR”
Read : “17.3(B) MIRROR”
77 242 | Clause 17.5.1 For:“17.5.1"
Read : “17.3(B).1”
78 242 | Clause 17.5.2 For:“17.5.2”
Read : “17.3(B).2”
79 242 | Clausel7.4 Under sub head for OR’s/JCO’s :-
For : “Aluminum anodized”
Read : “Brass chromium plated”
80 243 | Clause 18.2.4 For : “SGSW pipe grade A”
Read : “Glazed Stone Ware Pipes and fittings conforming to
IS-651-1992(Reaffirmed 2003).”
81 249 | After Clause 20.1 Add new Clause 20.1(A) as under :-
“20.1(A) All wires/cables shall be of approved makes given in
Appendix ‘E’ and shall be got tested from approved test house as
per IS Standards at contractor's own cost.”
82 263 | Clause 20.5.20 For : “EXHAUST FANS”
Read : “EXHAUST FANS IN TOILETS OF ALL DUs & KITCHEN
OF OFFICERS DUs”
83 263 | Clause 20.5.20.1 For : “circular”
Line 1 Read : “square”
84 273 | Clause 21.5.2 (a) For : “DEPMC/PM MAP”
Line 3 Read : “PM MAP”
85 273 | Clause 21.5.2 (d) For : “approved by the DEPMC/PM MAP.”
Line 5 Read : “on recommendation of DEPMC and approved by PM
MAP.”
86 288 | After Clause 29.19 After Clause 29.19, add new Clause 30 as under :-
“30. WEEP HOLES
Weep Holes of size 100mm shall be provided wherever shown in
drawings or mentioned elsewhere, irrespective of size given
therein.”

3. Srl Page Nos. 1, 24 to 26, 28 to 41, 64 to 74, 80, 84, 100 to 103, 302 to 316 and 335 to 348 have been
cancelled and shall be replaced with revised Srl Page Nos. 1(R), 24(R) to 26(R), 28(R) to 41(R), 64(R) to
74(R), 80(R), 84(R), 100(R) to 103(R), 302(R) to 316(R) and 335(R) to 348(R) enclosed herewith.
Additional Srl Page Nos. 12(A), 12(B), 20(A), 27(A) and 42(A) is also enclosed herewith. The same shall
be considered and provision therein be taken into account before quoting tender. All revised and
cancelled pages shall be returned with tender documents duly signed.

4, Revised 09 Drawings and Additional / New 79 Drawings are enclosed herewith. These drawings shall
form part of tender documents and shall be considered and provisions there in be taken into account
before quoting the tender. All revised and cancelled drawings shall be returned with tender documents.

5. This letter shall form part of the tender documents and shall be returned along with tender documents.

6. The date and time for receipt of tender has been amended and will be received back in this HQ
at hrs. on Nov. 2010.

7. Please ask receipt.

Yours faithfully

Encls : As above

(Bhavesh Gupta)
contd...
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Jt Director (Contracts)
For DG MAP

contd...
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OFFICE OF THE DIRECTOR GENERAL
MARRIED ACCOMMODATION PROJECT

NEW DELHI - 110 011

NAME OF WORK : CONSTRUCTION OF RESIDENTIAL ACCOMMODATION

FOR NAVY AT PORT BLAIR

CONTENTS PAGE

Sl i
NG. Description Page No.
1. | Contents Page 1(R)
5 Tender forwarding letter including, instructions to 2_6
" | tenderers
3. | Notice inviting Tender including its Appendix ‘A’ 7-9
10 -12, 12(A), 12(B), 13 — 20,
20(A), 21 — 23, 24(R) — 26(R), 27,
. 27(A), 28(R) — 41(R), 42, 42(A),
4. | Lump sum tender and contract for works required 43— 63, 64(R) — 7A(R), 75 — 79,
80(R), 81 — 83, 84(R), 85 — 99,
100(R) — 103(R)
5 General Con‘dl’tlon‘s 9f Contracts including 104 — 165
Annexure — ‘A’ to ‘G
6. | Schedule of Minimum fair wages 166
7. | Special Conditions of Contracts 167 — 184
8 Particular specifications including Appendix 185 - 301, 302(R) — 316(R),
| AL B CL DY, DY R R ‘G 'H & Yard Sticks 317 -334
9. | List of Tender Drawings 335(R) — 348(R)
10. | Errata and Clarifications
11. | Amendments and Clarifications
12. | Correspondence after receipt of tender
13. | Acceptance Letter

Signature of the Contractor

Dated

Drawings : sheets

DEPMC

for Accepting Officer
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3. PERIOD OF COMPLETION :-

The entire work covered under this contract [details attached at Page 12(B)] shall be
completed as under from the date of handing over of site :-

Phase Description Period of
Completion
(in months)
One sample DU for each type at Ground Floor for | 9 (Nine) months
Officers, JCOs & ORs including foundation for from the date of
complete block as shown in drawings along with | handing over of

plumbing work, sanitary fittings and internal services site
complete all as specified in Schedule ‘A’ Section - II
&Il
Officers Pocket N2 Block No. M-01
JCOs Pocket N1 Block No. J-02
ORs Pocket N1  Block No. OR-01
I Pocket N-2 Entire work other than to be 20 (Twenty)
(Pushpa Market)  completed in Phase — | months from the
& N-4 described hereinbefore date of handing
(Valley View) over of site
[Officers]
i Pocket N-1 Entire work other than to be 25 (Twenty Five)
(Ajay Baugh) completed in Phase — | months from the
& N-3 described hereinbefore date of handing
(Vijay Baugh) over of site
[JCOs/ORs]

Notes :

() WBM for roads for Officers’ Pocket (N-2 & N-4) shall be completed within
12 (Twelve) months and for JCOs/ORs Pocket (N-1 & N-3) in 15 (Fifteen) months
from the date of commencement of work as shown in first work order.

(i) Semi dense asphaltic concrete shall be completed three months prior to
completion of the entire work.

(iii) In case the Contractor does not complete the work under different phases within
the specified period of completion, PM shall assess the cost of work under
particular phase for the purpose of levying compensation as per Condition 55 of
General Conditions of Contract. PM’s decision in this regard shall be final and
binding.
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DETAILS OF DUs AT PORT BLAIR (NAVY)

Page No. 12(B)

Pocket Pocket Name No. of DUs Configuration Blocks
JCO-10 (-1+G+2)10DU 1
) JCO - 09 (-1+G +2)09 DU 1
N-1
Pocket - 1 Aiav Bauah
(Ajay Baugh) OR - 36 (-2 + G +2) 12 DU 3
OR -90 (-1+G+2)10DU 9
N-2 MAJ - 24 (G+1)04 DU 6
Pocket - 2 Pushpa Mkt
(Pushpa Mki) MAJ - 02 (G +1) 02 DU 1
JCO - 18 (-1+G+2)09 DU 2
N-3
Pocket - 3 (Vijay Baugh) OR-70 (-1+G+2)10DU 7
OR-12 (-2+G+2)12DU 1
MAJ - 12 (G +2)06 DU 2
N-4
Pocket - 4 (Valley View) MAJ - 02 (G+1)02DU 1
CAPT - 02 (G+1)02DU 1
TOTAL (287 DUs) = MAJ-40 CAPT - 02 JCO - 37 OR - 208
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SCHEDULE 'A' SECTION - II

LIST OF ITEM OF WORKS AND PRICES FOR INTERNAL WATER SUPPLY

Serial Page No. 24(R)

Sr Dr Total No. of Rate per unit Period 'Of Rem
’ Description of Items of Works 9- Unit units P Amount (Rs.) Complet'o.n
No No. required (Rs.) after hand!lng arks
over of site
1 2 3 4 5 6 7 8 9
1 |S&F steel water tubing "medium grade" galvanised with all fittings,fixed
complete to walls and ceilings or laid in floor complete all as specified for
following bores: -
(a) 40mm nominal bore RM 2510 157.01 3,94,095.10
(b) 25mm nominal bore RM 8343 112.17 9,35,834.31 % o
(c) 20mm nominal bore RM 16389 88.95( 14,57,801.55 3 =
(d) 15mm nominal bore % RM 12858 75.65 9,72,707.70 5 E
° 7] o
2 |S&F steel water tubing "medium grade" galvanised with all fittings,laid in % 2 2
trenches complete all as specified for the following nominal bore. z 35 <
(a)50mm nominal bore < RM 805 183.77 1,47,934.85 %) ©
(b) 40mm nominal bore S RM 830 145.24 1,20,549.20 5 g
(c) 25mm nominal bore g RM 72 104.32 7,511.04 % 2
(d) 20mm nominal bore L RM 750 82.08 61,560.00 5 ®
3 [S&F 100 mm size chromium plated shower rose with shower arm and f Each 614 733.65 4,50,461.10 o3 2
swivel joint complete all as specified. “3 g =
o (@)
4 |S&F 15 mm long body bib taps cast copper alloy fancy type with chromium % Each 294 138.66 40,766.04 g ﬁ
plated finish, screwed down, screwed for iron pipe or brass ferrule © g =
complete all as specified. "06 5 DC-
5 [S&F 15 mm short body bib taps cast copper alloy fancy type with g Each 992 138.66 1,37,550.72 — z
chromium plated finish, screwed down,screwed for iron pipe or brass 5 Q °
ferrule complete all as specified. EJ:') 2 ;
6 [S&F 15 mm pillar taps with chromium plated finish, screwed down, Each 7 225 1,575.00 ‘% &
screwed for iron pipe or brass ferrule complete all as specified. o
7 [S&F 15 mm bore PVC connection, 450 mm long fixed to stop valve, pillar Each 1898 28.94 54,928.12
cock, mixture valve etc. with a pair of CP nuts & washers complete all as
specified.
TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 26(R) Rs.| 47,83,274.73

contd...
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SCHEDULE "A’ SECTION - Il contd...

Serial Page No. 25(R)

2

3

4

S&F Gun metal, globe or gate valves, with iron wheel head, screwed both
ends for iron pipe and fixed complete all as specified for the following size

(a) Gun Metal Valve of 20 mm bore

(b) Gun Metal Valve of 25 mm bore

(c) Gun Metal Valve of 40 mm bore

(d) Gun Metal Valve of 50 mm bore

S&F 15 mm dia. chromium plated brass wall mixer with swinging casted

spout and all accessories for mixing hot & cold water, screwed down for 15

mm bore Gl pipe complete all as specified and directed.

10

S&F 15mm bore CP connection pipe,450mm long with ferrules &,mail
connector & check nut all as specified and directed.

11

Providing & fixing 15mm dia CP brass angle valve with CP nuts and
washers, CP brass wall flange with any other items complete including
cutting and making good the walls wherever required.

12

Material and labour for insulation to Gl pipe used in internal hot water
supply for plumbing all round with 25mm thick bonded mineral wool pre-
formed 'Snap ON' pipe sections of density 144 KG/CUM conforming to IS
:9842 complete all as specified for the following bore.

(a) 20mm nominal bore

(b) 15mm nominal bore

13

Construction of a P.C.C valve pit chamber of 600 x 600 x 450mm size
(inside) for sluice valve/gate valve with P.C.C block of size 200 x 100 x
100 in cement mortar 1:4 (1 cement:4 coarse sand), 12mm thick. Inside
plastering in cement mortar 1:4 finished with a floating coat of neat
cement, foundation concrete in 1:4:8 type D2 (1 cement:4 fine sand:8

graded stone aggregate 40mm nominal size) and with water tight MS plate

6mm thick fixed with hinged on 50 x 50 x 6 mm angle iron frame having
locking arrangement and couping on the top with pcc 1:2:4 type D-2
150mm thick as shown in drawings.

14

S&F long screw 20mm dia & 230mm long.

Each

1400

213.35

2,98,690.00

Each

287

355.55

1,02,042.85

Each

90

628.48

56,563.20

Each

59

777.79

45,889.61

Each

614

1475

9,05,650.00

Each

738

109.75

80,995.50

Each

3168

195.12

6,18,140.16

RM

714

53.24

38,013.36

RM

2221

48.65

1,08,051.65

Each

107

2834.10

3,03,248.70

Each

287

75.00

21,525.00

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 26(R)

Rs.

25,78,810.03

contd...
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SCHEDULE ‘A" SECTION - Il contd...

Serial Page No. 26(R)

1 2 3 4 5

7 8 9

15 |S&F Fittings like bends(any type, radius and angle) Tapers any type, Kg 2196
(straight, bend, increasing, decreasing or double socket etc.) Tee pieces
single branch, "Y' junction, double branch, cross (all sockets or socket and
spigot) collars, caps and plugs

36.09 79,253.64

16 |S&F connecting pieces one end flanged and other socket or spigot and Kg 390
bell mouth pieces one end flanged other end tapering as bell mouth.

35.83 13,973.70

17 |S&F union/long screw 50mm. Each 48 298.04 14,305.92
18 |S&F union/long screw 40mm. Each 61 232.15 14,161.15
19 [Material and labour for run lead joint 2100mm. Each 40 207.39 8,295.60
20 [Material and labour for run lead joint 80mm. Each 98 160.91 15,769.18
21 [Material and labour for flanged joint 50mm. Each 81 32.38 2,622.78
22 [Material and labour for 100x100x80mm cutting cast iron/D.| pipes and Each 80 37.01 2,960.80
reducing to required lengths in position for inserting new tees/branches all
as specified and directed at sites.
23 [Material and labour for cutting 80x80x50mm cast iron/D.| pipes and Each 138 29.61 4,086.18

reducing to required lengths in position for inserting new tees/branches all
as specified and directed at sites.

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 26(R) (BELOW)

Rs. 1,55,428.95

SUMMARY OF SCHEDULE 'A' SECTION - Il

a) TOTAL B/F FROM PAGE No. 24(R)

Rs. 47,83,274.73

b) TOTAL B/F FROM PAGE No. 25(R)

Rs. 25,78,810.03

c) TOTAL B/F FROM PAGE No. 26(R) (ABOVE)

Rs. 1,55,428.95

Total Amount of Schedule "A" Section - Il carried over to General Summary on Serial Page No. 100(R)

Rs. 75,17,513.71

Signature of Contractor

Date : DEPMC

For Accepting Officer
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STOP COCK
11 M_
E=X— ————=x 1 X ===
=1 A T FRESH WATER Gl PIPE
200 LONG SCREW 230mm
WATER METER BOX
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SCHEDULE "A", SECTION - llI

LIST OF WORKS & PRICES FOR INTERNAL ELECTRIFICATION FOR NAVY STATION

Serial Page No. 28(R)

S. Drg Unit | Total No | Rate per Amount Period of | Remarks
No. Description of item of work No. of units | unit (Rs) (Rs) completion
required after handing
aver of site
1 2 3 4 5 6 7 8 9
1 |Material and labor for point wiring with 1.5 sq.mm. PVC insulated, -
unsheathed FRLS stranded copper conductor wires and one run of 1.5 o 8 2
sg.mm. PVC insulated, unsheathed FRLS stranded copper conductor wire| 3 GEJ %
with different colour as earth continuity conductor connected to continuous % = %)
earth in and including PVC concealed conduits, pressed sheet steel metal 3 f_f 5
box with 3 mm thick hylam sheet/phenolic cover for one| <= L =
light/fan/call/exhaust fan point controlled by one switch complete all as| N ©
specified for the following (for JCO/OR/servant room):- g oj . uog
3 — 35 XN
(a) One light / call bell / fan point controlled by one switch one way. % Per 4685 352.30 1650525.50 g E E %
= Point G — Q@
(b) One light point controlled by two 2-way switches. "UQ) Per 1425 479.41 683159.25 % 3 ] ?;
© | Point = =
2 |All as per item No 1 here in before but using 2.5 Sq mm FRLS copper| 2 Per 1773 389.06 689803.38 S g
conductor and 1.5 sq mm copper earth wire for one 5 pin 5A switch socket| 3 Point S %
outlet on independent board, complete all as specified. re) pd 8
3 |All as per item no 1 here in before but using 4 sg mm FRLS copper| & Per 821 614.14 504208.94 3] Q
conductor and 2.5 sq mm copper earth wire for one 6 pin 5/15A switch| - Point § 2
socket outlet on independent board, complete all as specified. ug 5 O
4 |S&F switch piano, 5 Amps, flush type single pole one way. o Each 6213 24.76 153833.88 E) &’
5 [S&F switch piano, 5 Amps, flush type single pole two way. Each 2850 25.44 72504.00
6 |S&F piano type, 5 Amps, single pole one way switch on Bell Push. Each 245 24.17 5921.65
7 |S&F socket outlet, piano 5 pin 6 Amps flush type. Each 1773 36.46 64643.58
8 [S&F socket outlet, piano 6 pin 5/15 Amps flush type. Each 576 77.46 44616.96
9 [S&F switch piano, 15 amp, flush type single pole one way. Each 576 41.13 23690.88
TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 41(R) Rs.| 3892908.02

contd...
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SCHEDULE "A", SECTION - lll (contd...)

Serial Page No. 29(R)

1 2 3 4 6 7 9
10 |Material and labor for point wiring with 1.5 sq.mm. PVC insulated,
unsheathed FRLS stranded copper conductor wires and one run of 1.5
sgq.mm. PVC insulated, unsheathed FRLS stranded copper conductor wire
with different colour as earth continuity conductor connected to continuous
earth in and including PVC concealed conduits, pressed steel sheet metal
box, inner plate and cover plate suitable for mounting required Nos of
modular switches / sockets / bell push / electronic regulators etc. complete
all as specified for the following (for Officers DU's):
(a) One light / call bell / fan point controlled by one switch one way. Per 1862 352.30 655982.60
Point
(b) One light point controlled by two 2 way switches. Per 258 479.41 123687.78
Point
11 |All as per item No 10 above here in before but using 2.5 sq mm FRLS Per 630 389.06 245107.80
copper conductor and 1.5 Sq mm copper earth wire for one 5 pin 5A switch Point
socket outlet on independent board, complete all as specified.
12 |All as per item No 10 here in before but using 4 sqg mm FRLS copper Per 462 614.14 283732.68
conductor and 2.5 sqg.mm copper earth wire for one 6 pin 5/15A switch Point
socket outlet on independent board, complete all as specified.
13 |M&L for point wiring for one 6 pin socket outlet 5A - 20A on independent Per 126 615.14 77507.64
board, with 2 runs of 4 Sgqmm PVC insulated, unsheathed FRLS stranded Point
copper conductor wires and one run of 2.5 Sgmm PVC insulated,
unsheathed FRLS stranded copper conductor wire as earth wire in and
including PVC concealed conduits, MS Box with front mounting cover plate
(inner & outer) for modular switches & sockets for AC point.
14 |M&L for point wiring for one 6 pin socket outlet 5A-15A,0n independent Per 42 615.14 25835.88
board, with 2 runs of 4 Sgqmm PVC insulated, unsheathed FRLS stranded Point
copper conductor wires and one run of 2.5 Sgmm PVC insulated,
unsheathed FRLS stranded copper conductor wire as earth wire in and
including PVC concealed conduits, MS Box with front mounting cover
plates (inner & outer) for modular switches & sockets all as specified for
Inverter.
15 |S&F switch modular, 5 Amps, flush type single pole one way. Each 2408 37.84 91118.72
16 |S&F switch modular, 5 Amps, flush type single pole two way. Each 516 68.37 35278.92
TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 41(R) Rs.| 1538252.02

contd...
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SCHEDULE "A", SECTION - Ill (contd...)

Serial Page No. 30(R)

2

3

4

7

9

17

S&F Modular type, 5 Amps, Bell Push complete with mounting front plate.

Each

84

68.37

5743.08

18

S&F socket outlet, 3 pin 5 Amps flush type modular.

Each

630

137.17

86417.10

19

S&F socket outlet, 6 pin 5/15 Amps flush type modular.

Each

462

176.73

81649.26

20

S&F switch modular, 15 amp, flush type single pole one way

Each

462

135.00

62370.00

21

S&F and ceiling rose surface bakelite 65x50mm two to three terminals.

Each

2440

13.94

34013.60

22

S&F four single core 10 sq mm PVC insulated cables 1100 volt stranded
unsheathed copper conductor with 6 Sq mm PVC insulated stranded
unsheathed copper conductor earth wire and drawing into rigid non-
metallic PVC conduit (conduit and conduit accessories measured
separately).

RM

1050

207.12

217476.00

23

S&F two single core 6 sg mm PVC insulated cables 1100 volt stranded
unsheathed copper conductor with 4 sq mm PVC insulated stranded
unsheathed copper conductor earth wire and drawing into rigid non-
metallic PVC conduit (conduit and conduit accessories measured
separately).

RM

7637

82.29

628451.19

24

Supply & laying of 2 Core 10sq mm XLPE sheathed, PVC insulated,
aluminium stranded conductor armoured cable of 1.1 KV grade in
trench/surface of wall/ in Gl pipe/ in Hume pipe including fixing hardware,
clamps, making good the damaged surfaces etc, as required complete.
This cables to be laid for guard rooms and for Gate lights.

RM

490

85.81

42045.16

25

S&F of 25 mm dia rigid non-metallic PVC conduit exclusive of boxes
(junction/terminal) but inclusive of all tees, bends, elbows, reducers, bell
mouth tube ends and all fixing accessories such as couplers, lock nuts
saddles, pipe hooks complete all as specified and directed by project
manager.

RM

1887

23.38

44118.06

26

S&F of 32 mm dia rigid non-metallic PVC conduit exclusive of boxes
(junction/terminal) but inclusive of all tees, bends, elbows, reducer, bell
mouth tube ends and all fixing accessories such as coupler, lock nuts
saddles, pipe hooks complete as specified and directed by project
manager. (Sub-main etc.)

RM

7660

30.41

232940.60

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 41(R)

Rs.

1435224.05

contd...
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SCHEDULE "A", SECTION - lll (contd...)

Serial Page No. 31(R)

2

3

4

7

9

27

S&F of 40 mm dia rigid non-metallic PVC conduit exclusive of boxes
(junction/terminal) but inclusive of all tees, bends, elbows, reducer, bell
mouth tube ends and all fixing accessories such as coupler, lock nuts
saddles, pipe hooks complete as specified and directed by project
manager. (TV)

RM

1485

35.11

52138.35

28

S&F rigid PVC junction box 1 to 4 ways with cover for 25 mm dia conduit.

Each

668

23.96

16005.28

29

S&F rigid PVC junction box 1 to 4 ways with cover for 32 mm dia conduit.

Each

2560

29.22

74803.20

30

S&F rigid PVC junction box 1 to 4 ways with cover for 40 mm dia conduit.

Each

497

29.22

14522.34

31

Earthing complete with galvanised steel earth plate electrode 600 x 600 x
6 mm thick, buried directly in ground (earth pit not less than 2.25 M deep
below ground level) with top edge of the earth plate not less than 1.5 M
below normal ground level, connected to Gl earth lead wire 4.0 mm dia
with bolts, nuts, check nuts and washers of galvanised iron or steel,
connected to earthing test point all as specified and indicated including
testing on completion including PCC pit and PCC pit cover, funnel with
watering pipe of GI 20 mm bore medium grade, protection pipe of GI 15
mm bore, wire mesh, charcol & salt copper lugs etc. including testing and
connecting earth lead from test point to main switch or switch board or
equipment to be earthed, as shownon Electrical Plate No. 2 of SSR Part-I
2009 on Page No. 496, complete in all respects as specified.

Each
Set

70

2575.47

180282.90

32

S&F earth continuity conductor or main earthing lead fixed to wall on
batten or recess or chases or buried in ground or drawing into conduit /
pipe or fixed to pole or any other indicated situation for loop earthing etc,
as required with 4mm dia galvanized iron or steel wire, complete all as
specified.

RM

8580

18.33

157271.40

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 41(R)

Rs.

495023.47

contd...



CA No. DGMAP/PHASE-II/PKG-34/Port Blair(N)/24 OF 2010-11

SCHEDULE "A", SECTION - Ill (contd...)

Serial Page No. 32(R)

1 2 3 4 6 7 9
Meter Board
33 [Supply and fixing main Meter Board indoor type suitable for 3 phase, 415 Each 0 17492.90 0.00
volt, busbar 200 amps, 50 c/s, 4 strips aluminium busbar, wall mounted,
vermin proof factory made, fabricated out of 1.6 mm thick CRCA steel
sheet, door fixed hinges and complete with MCB's at Incoming &
outgoings, locking arrangement, painted with two coats of powder coating
over one coat of red oxide primer and internal wiring, terminals of external
cables, lugs, gland & conduits as required. The Meter Board shall be have
proper space to house 3/1 phase electronic meters with accessories as
required, spare space - 2 Nos SPN MCB's and comprising with followings
(The electronic meter shall be measured & paid for separately).
a) Incomer 100 Amps 415V 50Hz, 25KA TPN MCCB -1 No.
b) Outgoing 63 Amps 415V 50Hz, 10KA TPN MCB-1 No.
¢) Outgoing 20 Amps 240V 50Hz, 10KA SPN DP MCB-3 No.
d) Space for electronic type digital energy meter 3 phase 415V, 10-
40Amps- 1 Nos.
e) Space for electronic type digital energy meter 1 phase 240V, 5-30Amps-
2 Nos.
Note:-Price of incoming & outgoing MCCB/MCB is deemed to be included
in the item rate for item.
34 |All as item No. 33 here in before but comprising with followings. Each 2 27687.10 55374.19
a) Incomer 100 Amps 415V 50Hz, 25KA TPN MCCB -1 No.
b) Outgoing 63 Amps 415V 50Hz, 10KA TPN MCB-6 Nos.
¢) Outgoing 32 Amps 240V 50Hz, 10KA SPN DP MCB-6 Nos.
d) Space for electronic type digital energy meter 3 phase 415V, 10-
40Amps- 6 Nos.
e) Space for electronic type digital energy meter 1 phase 240V, 5-30Amps-
7 Nos.
Note:-Price of incoming & outgoing MCCB/MCB is deemed to be included
in the item rate for item.
TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 41(R) Rs.| 55374.19

contd...
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SCHEDULE "A", SECTION - lll (contd...)

Serial Page No. 33(R)

2

3

4

6

7

9

35

All as item No. 33 here in before but comprising with followings.

a) Incomer 100 Amps 415V 50Hz, 25KA TPN MCCB -1 No.

b) Outgoing 63 Amps 415V 50Hz, 10KA TPN_MCB-4 Nos.

¢) Outgoing 32 Amps 240V 50Hz, 10KA SPN DP MCB-6 Nos.

d) Space for electronic type digital energy meter 3 phase 415V, 10-
40Amps- 4 Nos.

e) Space for electronic type digital energy meter 1 phase 240V, 5-30Amps-
5 Nos. (Note:-Price of incoming & outgoing MCCB/MCB is deemed to be
included in the item rate for item)

Each

6

23192.26

139153.55

36

All as item No. 33 here in before but comprising with followings.

a) Incomer 100 Amps 415V 50Hz, 25KA TPN MCCB -1 No.

b) Outgoing 63 Amps 415V 50Hz, 10KA TPN_MCB-2 Nos.

¢) Outgoing 32 Amps 240V 50Hz, 10KA SPN DP MCB-4 Nos.

d) Space for electronic type digital energy meter 3 phase 415V, 10-
40Amps- 2 Nos.

e) Space for electronic type digital energy meter 1 phase 240V, 5-30Amps-
3 Nos. (Note:-Price of incoming & outgoing MCCB/MCB is deemed to be
included in the item rate for item)

Each

19425.81

58277.42

37

All as item No. 33 here in before but comprising with followings.

a) Incomer 63 Amps 415V 50Hz, 10KA TPN MCB -1 No.

b) Outgoing 40 Amps 240V 50Hz, 10KA DP SPN MCB 10KA -5 Nos.

c) Outgoing 32 Amps 240V 50Hz, 10KA SPN DP MCB-2 No.

d) Space for electronic type digital energy meter 1 phase 240V, 5-30Amps-
6 Nos.

Note:-Price of incoming & outgoing MCCB/MCB is deemed to be included
in the item rate for item.

Each

17

19927.74

338771.61

38

All as item No. 33 here in before but comprising with followings.

a) Incomer 63 Amps 415V 50Hz, 10KA TPN MCB -1 No.

b) Outgoing 40 Amps 240V 50Hz, 10KA DP SPN MCB 10KA -6 Nos.

c) Outgoing 32 Amps 240V 50Hz, 10KA SPN DP MCB-2 No.

d) Space for electronic type digital energy meter 1 phase 240V, 5-30Amps-
6 Nos.

Note:-Price of incoming & outgoing MCCB/MCB is deemed to be included
in the item rate for item.

Each

19927.74

79710.97

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 41(R)

Rs.

615913.55

contd...
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SCHEDULE "A", SECTION - Ill (contd...)

Serial Page No. 34(R)

2

3

4

6

7

9

39

All as item No. 33 here in before but comprising with followings.

a) Incomer 63 Amps 415V 50Hz, 10KA TPN MCB -1 No.

b) Outgoing 40 Amps 240V 50Hz, 10KA DP SPN MCB 10KA -5 Nos.

c) Outgoing 32 Amps 240V 50Hz, 10KA SPN DP MCB-2 No.

d) Space for electronic type digital energy meter 1 phase 240V, 5-30Amps-
5 Nos.

Note:-Price of incoming & outgoing MCCB/MCB is deemed to be included
in the item rate for item.

Each

20

21100.00

422000.00

40

All as item No. 33 here in before but comprising with followings.

a) Incomer 63 Amps 415V 50Hz, 10KA TPN MCB -1 No.

b) Outgoing 40 Amps 240V 50Hz, 10KA DP SPN MCB 10KA -4 Nos.

c) Outgoing 32 Amps 240V 50Hz, 10KA SPN DP MCB-2 No.

d) Space for electronic type digital energy meter 1 phase 240V, 5-30Amps-
5 Nos.

Note:-Price of incoming & outgoing MCCB/MCB is deemed to be included
in the item rate for item.

Each

18337.42

55012.26

41

All as item No. 33 here in before but comprising with followings.

a) Incomer 63 Amps 415V 50Hz, 10KA TPN MCB -1 No.

b) Outgoing 40 Amps 240V 50Hz, 10KA DP SPN MCB 10KA -6 Nos.

c) Outgoing 32 Amps 240V 50Hz, 10KA SPN DP MCB-2 No.

d) Space for electronic type digital energy meter 1 phase 240V, 5-30Amps-
7 Nos.

Note:-Price of incoming & outgoing MCCB/MCB is deemed to be included
in the item rate for item.

Each

21100.00

84400.00

42

Supply and fixing of AC three phase, four wire 50 c/s, 415 volts, Electronic
type, KWH digital energy meters with LCD display initial and sustained
accuracy class 1.0 solidly earthed power supply system with balanced and
un-balanced load. The meter shall be conforming to 1S-13779 and CBIP
technical report 88. Meter shall bear ISI / BSI certification mark capacity
10-40 Amps complete all as specified.

Each

42

2624.52

110229.68

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 41(R)

Rs.

671641.94

contd...
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SCHEDULE "A", SECTION - lll (contd...)

Serial Page No. 35(R)

2

3

4

6

7

9

43

Supply and fixing of AC single phase, 50 c/s, 240 volts, Electronic type,
KWH digital energy meters with LCD display initial and sustained accuracy
class 1.0 solidly earthed power supply system with balanced and un-
balanced load. The meter shall be conforming to 1S-13779 and CBIP
technical report 88. Meter shall bear ISI / BSI certification mark capacity 5-
30 Amp complete all as specified.

Each

322

1107.10

356485.16

44

Supply & fixing prewired 8 way distribution board (TPN) complete with
incoming & outgoings MCB's (Mentioned below), 415V, three phase,
factory made, made out of 1.6mm thick CRCA sheet steel, prewired with
copper stranded FRLS PVC insulated wire ready for installation, the DB
shall be single door type, phosphates, epoxy / powder coated having
protective peel able poly layer on outer cover sheet. The terminals blocks
arrangement for incoming outgoing cables shall be of minimum 6sq.mm
cable entry with detachable cassette for removal of MCB connection from
DB with out loosening internal cable connections. DB along with all
fitments shall be as per IS 8623. DB should be 8 way (TPN) with 200 amp
rated busbar and cost of MCB's is also included. Incoming & outgoing
MCB's details are as per following):-

45

a) Incoming 63 Amps 415V 50Hz TPN MCB 10KA, conforming to IS: 8828
1 No.

46

b) Outgoing 240V 6-32Amps, SP, MCB 10KA, conforming to 1S: 8828
(B&C series)- 19 Nos.

Each

42

6255.31

262723.02

47

Supply & fixing prewired 12 way distribution board (SPN) complete with
incoming & outgoings MCB's (Mentioned below), 230V, single phase,
factory made, made out of 1.6mm thick CRCA sheet steel, prewired with
copper stranded FRLS PVC insulated wire ready for installation, the DB
shall be single door type, phosphates, epoxy / powder coated having
protective peel able poly layer on outer cover sheet. The terminal blocks
arrangement for incoming outgoing cables shall be of minimum 6sq.mm
cable entry with detachable cassette for removal of MCB connection from
DB with out loosening internal cable connections. DB along with all
fitments shall be as per IS 8623. DB should be 12 way (SPN) with 200 amp
rated busbar and cost of MCB's is also included. Incoming & outgoing
MCB's details are as per following):-

Each

245

2221.58

544287.10

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 41(R)

Rs.

1163495.28

contd...



CA No. DGMAP/PHASE-II/PKG-34/Port Blair(N)/24 OF 2010-11

SCHEDULE "A", SECTION - lll (contd...)

Serial Page No. 36(R)

2

3

4

9

a) Incoming 40 Amps 240V 50Hz DP SPN MCB 10KA, conforming to IS:
8828 -1 No.

b) Outgoing SP, 240V 6-32 Amps MCB 10KA, conforming to IS: 8828
(B&C series)-9 Nos.

48

Supply & fixing prewired 8 way distribution board (SPN) complete with
incoming & outgoings MCB's (mentioned below), 230V, single phase,
factory made, made out of 1.6mm thick CRCA sheet steel, prewired with
copper stranded FRLS PVC insulated wire ready for installation, DB shall
be single door type, phosphates, epoxy/powder coated having protective
peel able poly layer on outer cover sheet. Terminal blocks arrangement for
incoming outgoing cables shall be of min. 6 sq.mm cable entry with
detachable cassette for removal of MCB connection from DB with out
loosening internal cable connections. DB along with all fitments shall be as
per IS 8623. DB should be 8 way with 200 amp rated busbar and cost of
MCB's is also included. Incoming & outgoing MCB's details are as per

a) Incoming 32 Amps 240V 50Hz DP SPN MCB 10KA, conforming to IS:
8828 -1 No.

b) Outgoing single pole 240V 6-32A MCB 10KA, conforming to IS: 8828
(B&C series)-6 Nos.

Each

24

1844.93

44278.32

49

Supply & fixing prewired 6 way distribution board (SPN) complete with
incoming & outgoings MCB's (mentioned below), 230V, single phase,
factory made, made out of 1.6mm thick CRCA sheet steel, prewired with
copper stranded FRLS PVC insulated wire ready for installation, DB shall
be single door type, phosphates, epoxy/powder coated having protective
peel able poly layer on outer cover sheet. Terminal blocks arrangement for
incoming outgoing cables shall be of min. 6 sq.mm cable entry with
detachable cassette for removal of MCB connection from DB without
loosening internal cable connections. DB along with all fitments shall be as
per IS 8623. DB should be 6 way with 200 amp rated busbar and cost of
MCB's is also included. Incoming & outgoing MCB's details are as per

a) Incoming 32 Amps 240V 50Hz DP SPN MCB 10KA, conforming to IS:
8828 -1 No.

b) Outgoing single pole 240V 6-32A MCB 10KA, conforming to IS: 8828
(B&C series)-4 Nos.

Each

53

1441.50

76399.50

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 41(R)

Rs.

120677.82

contd...
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SCHEDULE "A", SECTION - lll (contd...)

Serial Page No. 37(R)

2

3

4

6

7

9

50

Supply & fixing prewired 4 way distribution Board(SPN) complete with
incoming & outgoings MCB's (Mentioned below), 230V, Single phase,
factory made, made out of 1.6mm thick CRCA sheet steel, prewired with
copper stranded FRLS PVC insulated wire ready for installation, the DB
shall be single door type, phosphates, epoxy/powder coated having
protective peel able poly layer on outer cover sheet. The terminal blocks
arrangement for incoming outgoing cables shall be of minimum 6sq.mm
cable entry with detachable cassette for removal of MCB connection from
DB with out loosening internal cable connections. DB along with all
fitments shall be as per IS 8623. DB should be 4 way (SPN) with 200A
rated busbar and cost of MCB's is also included. Incoming & outgoing
MCB's details are as per following):-

a) Incoming 20 Amps 240V 50Hz DP SPN MCB 10KA, conforming to IS:
8828 -1 No.

b) Outgoing single pole 240V 6-32A MCB 10KA, conforming to IS: 8828
(B&C series)-2 Nos.

Each

7

1031.77

7222.39

51

S&F Blank plate for MCB space

Each

1029

2.00

2058.00

52

Supply and installation of 1200 mm ceiling fan including hanging and
connecting, including flexible three core copper conductor (23/0.0076),
with provision of cable from ceiling rose/connector to fan and including
down rod, capacitors, canopy, and with electronic type fan regulator,
complete as specified.

Each

576

1261.29

726503.23

53

Supply and installation of 1400 mm ceiling fan including hanging and
connecting, including flexible three core copper conductor (23/0.0076),
with provision of cable from ceiling rose/connector to fan and including
down rod, capacitors, canopy, and with electronic type fan regulator,
complete as specified.

Each

245

1409.68

345370.97

54

Supply and installation of 1200 mm ceiling fan including hanging and
connecting, including flexible three core copper conductor (23/0.0076),
with provision of cable from ceiling rose/connector to fan and including
down rod, capacitors, canopy, and with electronic type 5 steps fan
regulator (2 M), modular type with mounting plate complete as specified.

Each

1325.81

0.00

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 41(R)

Rs.

1081154.58

contd...
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SCHEDULE "A", SECTION - Ill (contd...)

Serial Page No. 38(R)

2

3

4

6

7

9

55

Supply and installation of 1400 mm ceiling fan including hanging and
connecting, including flexible three core copper conductor (23/0.0076),
with provision of cable from ceiling rose/connector to fan and including
down rod, capacitors, canopy, and electronic ype 5 steps fan regulator (2
M), modular type with mounting plate complete.

Each

252

1474.19

371496.77

56

Supply and installation of 300 mm dia. 900 RPM, exhaust fan with plastic
louvers including providing frame and connecting up including provision of
cables from connector to fan completes all as specified.

Each

294

1236.13

363421.94

57

Supply and installation of 200 mm dia.900 RPM, fresh air fan with plastic
louvers including frame and connecting up including provision of cables
from connector to fan completes all as specified.

Each

616

747.74

460609.03

58

Supply and installation of 300 mm dia. wall mounted fan of 900 RPM with
speed control regulator including plastic frame with grill and connecting up
including provision of cables from connector to fan completes all as
specified.

Each

42

956.77

40184.52

59

Supply and fixing energy efficient 4' box type tube light / stipulate, T5 type
with 28 watts fluorescent tube with triphosphorous high lumen coating
having life of 10,000 burning hours with high frequency electronic ballast,
instant start, operating voltage 130-280 volts, power factor >0.9 with power
coated metal body luminary with aesthetic and caps and polycarbonate
brackets with two years warranty for complete fittings i.e. tube, electronic
ballast etc. completes all as specified.

Each

1730

761.29

1317032.26

60

All as per Item No. 51 here-in-before but suitable for T5 14 watts with 2'
box type.

Each

237

520.00

123240.00

61

Supply and fixing of 1x 28W weather proof fluorescent tube light fitting
single tube 4' box type complete with electronic ballast capacitors spring
loaded rotor type lamp holder starters, holder, connector block etc with
acrylic cover made from methyl methancrylate sheet and all accessories
prewired, operating voltage 130-280 volts, power factor >0.9 complete with
28 watts tube and 1.5 mt. long 40mm dia Gl pipe, all as specified. The
fittings should be of approved make complete (For out-side of block at
entry).

Each

35

1955.48

68441.94

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 41(R)

Rs.

2744426.45

contd...
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SCHEDULE "A", SECTION - lll (contd...)

Serial Page No. 39(R)

2

3

4

7

9

62

S&F and fixing decorative 15 W CFL luminaries suitable for wall mounting
made out of CRCA sheet, pre wired upto main connection, with Bi-pin
lamp holder used in the fittings should be ISI marked as per 1S:1258/1987
with dome shaped frosted glass, finish with white powder coated, lamp
15W CFL retrofit type lamp shall be recommended separately.(As per
Sketch No-LF-1 complete)

Each

1206

290.48

350318.88

63

S&F and fixing decorative 15 W CFL luminaries suitable for wall mounting
made out of CRCA sheet, pre wired up to main connection, with Bi-pin
lamp holder used in the fittings should be ISI marked as per IS :1258/1987
with dome shaped frosted glass, finish with white powder coated, Lamp
15W CFL retrofit type lamp shall be recommended for separately.(As per
Sketch No-LF-2 complete)

Each

294

426.72

125455.68

64

S&F 15 Watt CFL lamp with single base integral electronic ballast with bipin
bayonet cap, power factor >0.8 complete built in choke, holder, capacitor,

Each

3732

120.00

447840.00

65

S&F Buzzer, AC 240V, single pole, complete all as specified & directed by
PM

Each

287

84.21

24168.27

66

S&F Ding Dong bell, AC 240V, single pole, complete all as specified and
directed by PM

Each

42

110.00

4620.00

67

S&F Ceiling mounted fittings suitable for 15/20W CFL made out of 0.70
mm thick CRCA sheet prewired up to connection.(As per sketch No. LF - 3
complete).

Each

1392

322.00

448224.00

68

Supply and installation of bulk head fitting suitable for CFL lamp 15
watts, robust in construction made from cast iron, pressed steel or cast
aluminium and fitted with porcelain lamp holder, vitreous enameled
reflectors and hinged water tight front with key and wire or pressed metal
guards complete all as specified.

Each

53

279.00

14787.00

69

Supply and fixing of lamp holder, insulated body with back plate for
batten fitting for 15/20W CFL.

Each

787

20.82

16385.34

70

Supply and installation of storage type 25 litres vertical geyser including
temperature control system and complete with all fitting and accessories,
outer body of geyser should be of plastic, inner with stainless steel, 230V
AC, and maximum 1000 watts rating complete all as specified.

Each

329

3696.13

1216026.45

71

S&F single pole and neutral enclosure with a two pin and earth plug and
socket complete with one SP MCB 16 Amp (for geyser)

Each

329

360.65

118652.26

72

S&F modular switch type motor starter A/C plug point to be fitted complete
with all accessories, connections etc. as required.

Each

126

420.00

52920.00

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 41(R)

Rs.

2819397.88

contd...
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SCHEDULE "A", SECTION - lll (contd...)

Serial Page No. 40(R)

2

3

4

6

7

9

73

Supply and laying in position Gl pipes 40 mm bore light grade with all
fittings for protection of cables complete all as specified.

RM

90

128.08

11463.16

74

Supply and fixing of 2 x14W, T5 weather proof fluorescent tube light fitting
with electronic ballast, capacitors, spring loaded rotor type lamp holder,
starters, connector block etc with acrylic cover made from methyl
methancrylate sheet, 14 W lamps, prewired, operating voltage 130-280
volts, power factor >0.9 complete with all accessories and 1.5 mt. long
40mm dia Gl pipe, all as specified. The fittings should be of approved
make complete (For out-side of blocks).

Each

140

1994.19

279187.10

LIGHTNING CONDUCTOR

75

Lightning Conductor
Supply& fixing of single pointed air termination Aluminium rod, 12mm dia
300mm long .

Set

140

91.59

12822.60

76

Earthing complete with galvanised steel earth plate electrode 600 x 600 x
6 mm thick, buried directly in ground (earth pit not less than 2.25 M deep
below ground level) with top edge of the earth plate not less than 1.5 M
below normal ground level, connected to Gl earth lead wire 4.0 mm dia
with bolts, nuts, check nuts and washers of galvanised iron or steel,
connected to earthing test point all as specified and indicated including
testing on completion including PCC pit and PCC pit cover, funnel with
watering pipe of GI 20 mm bore medium grade, protection pipe of GI 15
mm bore, wire mesh, charcol & salt copper lugs etc. including testing and
connecting earth lead from test point to main switch or switch board or
equipment to be earthed, as shownon Electrical Plate No. 2 of SSR Part-I
2009 on Page No. 496, complete in all respects as specified.

Each

140

2575.47

360566.25

Supply, installation, effecting proper connection testing and commissioning
of the following size Gl earth strips/Gl wires as required

25 mm x 4mm Gl earth strip

RM

1050

57.03

59881.50

Supply, fixting effecting proper connection testing and commissioning of
the following size Aluminium earth strips

25 mm x 3mm Al. strip

RM

1400

44.61

62454.00

Test point terminal block made of gun metal or phosephorus bronze size
75x75x25mm, drilled and screwed including 3 nos. 8mm dia 25mm long
hex. head screw

Each

140

204.80

28672.00

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 41(R)

Rs.

815046.61

contd...
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SCHEDULE "A", SECTION - lll (contd...)

SUMMARY OF SCHEDULE 'A' SECTION - llI

Serial Page No. 41(R)

a) TOTAL B/F FROM PAGE No. 28(R) Rs. 38,92,908.02
b) TOTAL B/F FROM PAGE No. 29(R) Rs. 15,38,252.02
c) TOTAL B/F FROM PAGE No. 30(R) Rs. 14,35,224.05
d) TOTAL B/F FROM PAGE No. 31(R) Rs. 4,95,023.47
e) TOTAL B/F FROM PAGE No. 32(R) Rs. 55,374.19
f) TOTAL B/F FROM PAGE No. 33(R) Rs. 6,15,913.55
o)) TOTAL B/F FROM PAGE No. 34(R) Rs. 6,71,641.94
h) TOTAL B/F FROM PAGE No. 35(R) Rs. 11,63,495.28
i) TOTAL B/F FROM PAGE No. 36(R) Rs. 1,20,677.82
k) TOTAL B/F FROM PAGE No. 37(R) Rs. 10,81,154.58
1) TOTAL B/F FROM PAGE No. 38(R) Rs. 27,44,426.45
m) TOTAL B/F FROM PAGE No. 39(R) Rs. 28,19,397.88
n) TOTAL B/F FROM PAGE No. 40(R) Rs. 8,15,046.61
Total Amount of Schedule "A" Section - Il carried over to General Summary on Serial Page No. 100(R) Rs. 1,74,48,535.87

Signature of Contractor DEPMC

Date :

For Accepting Officer
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SCHEDULE "A", SECTION - VIII

LIST OF WORKS AND PRICES FOR STREET LIGHTING FOR NAVY STATION AT PORTBLAIR

Serial Page No. 64(R)

No

Description of item of work

Drg.
No.

Total No
Unit | of units
required

Rate per unit (in figure & words)

Amount

Period of
completion
after handing
over of site

Rem
arks

2

3

4 5 6

8

Supply & fixing of die cast aluminium fixture along with
all accessories suitable for 150W SV lamp having
electrochemically brightened polished & anodized
finished POT optic aluminium reflector cast aluminium
cover along with toughened heat resistant clear curved
glass for lamp housing compartment. The lamp
housing should be IP65 & Control gear should be IP 54
as per Bajaj/Wipro Cat. Ref. No- BGWRL 150 SV/
WST 71150 or equivalent of approved makes, as
directed by Project Manager.

Each 79 Rs
(Rupees

Rs

Supply & fixing of die cast aluminium fixture along with
all accessories suitable for 150W MH lamp having
electrochemically brightened polished & anodised
finished POT optic aluminium reflector cast aluminium
cover along with toughened heat resistant clear curved
glass for lamp housing compartment. The lamp
housing should be IP65 & Control gear should be IP 54
as per Wipro WSH50150 or as directed by Project
Manager.

Each 10 Rs
(Rupees

Rs

Supply & fixing of die cast aluminium fixture along with
all accessories suitable for 70W SV lamp having
electrochemically brightened polished & anodized
finished POT optic aluminium reflector cast aluminium
cover along with toughened heat resistant clear curved
glass for lamp housing compartment. The lamp
housing should be IP65 & Control gear should be IP 54
as per Bajaj/Wipro Cat. Ref. No- BGWRL 70 SV/ WST
71150 or equivalent of approved makes, as directed by
Project Manager.

Refer List of Drawings for all items of this schedule

Each 9 Rs
(Rupees

Rs

Refer notes No. 3 on Page No. 11 & 12 for all items of this schedule

Refer notes on Page No. 11 to 20 for all items of this schedule

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 74(R)

Rs

contd...
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SCHEDULE "A", SECTION - VIII (contd...)

Serial Page No. 65(R)

A

2

4

5

6

Supply & fixing by sodium vapour lamp type 70W post
top lantern type Wipro Cat. Ref. No- WPS 27071 or
equivalent of approved makes, complete with control
gear cover etc with lamp 70W HPSV, junction box with
connector, 5A SP MCB, connection with PVC cable 3 X
2.5 sg.mm copper conductor and 3 mtrs. long 50 mm
dia Gl pipe complete as spcified and directed by
Project Manager.

Each

15

Rs

(Rupees

Rs

Supplying installation testing & commissioning of 7 mtr.

high pole base plate size 220 x 220 x 12 mm size pole
fabricating out of medium grade tapered pole octagonal
cross section and shall be continuously tapered with
single longitudinal conforming to BSEN 100 25 or
equivalent with base plate Fe 410 conforming to IS
2062 of suitable thickness with provision of 4 Nos.
foundation bolts EN 8 Gr. The pole shall be Hot dip
galvanized as per IS 4759/BSEN1461 standards with
average coating thickness of 65 micron, inspection
/housing with 5A SP MCB and with 100A aluminium
busbar in JB, complete end termination etc. with
grouting of base plate in concrete foundation 1:2:4
concrete with nonshrink polymeric water proof grouting
compound admixture (of CICO or equivalent) including
excavation, earth work, refilling etc. including providing
single arm hang bracket 1.2 mtr. as shown in drawing.
(All poles should be prewired from Junction Box to
fixture with 2.5 sg.mm size of wires.)

Note : Earth work, excavation & cement concrete for
foundation shall be measured and paid separately.

Each

98

Rs

(Rupees

Rs

All as per item No. 5 herein before but for 9 mtr. high

Each

Rs

(Rupees

Rs

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 74(R)

Rs

contd...
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SCHEDULE "A", SECTION - VIII (contd...)

1 2 3 4 5 6 7 8 9
FEEDER PILLARS
7 |Supply, fixing, testing & commissioning of outdoor Each 2 Rs Rs
stand mounted Feeder Pillar with IP65 protection, (Rupees
factory made fabricated out of 3mm thick CRCA sheet
steel with door fixed hinges and complete with MCB's )

at Incoming & outgoings (Nos. of Incoming & outgoing
MCB's mentioned below), 100A, 25KA, TPN aluminium
busbar , single dial time switch, 45A TP contactor for
the automatic switching of luminaries, power tool
control with 2 no 9A contactors and raise lower push
button, Incoming 35 sq. mm(3.5C/4C) and outgoing 16
& 25sg. mm terminals. Feeder Pillar should be having
following accessories & as directed by project manager
and with use of timer controls (in the feeder pillars) with
control to reduce the lighting be created as:-

(i) 6 PM to 10 PM-100%

(i) 10 PM to 02 AM-66%

(iii) 2 AM to 6 AM-33% (Setting of timer as per this is
contractor responsibility)

Note : Earth work, excavation & cement concrete for
foundation shall be measured and paid separately.

Incomer
a) 63A TPN MCCB, 25KA-1 No.
b) CT for meter 63/5A 10VA, CL-1 Accuracy - 3Nos.

¢) Analogue type Volt & Ampere Meter

d) One set phase indication lamp led type with 3nos.
6A, 220V SP MCB

Outgoing

e) 10A TPN MCB, 10KA-2 Nos.

f) 20A TPN MCB, 10KA-4 Nos.

g) 10A TPN MCB, 10KA- 1 No. as spare.

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 74(R) Rs

contd...
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SCHEDULE "A", SECTION - VIII (contd...)

Serial Page No. 67(R)

1 2 4 5 6 8 9
8 |All as per item No. 7 but having following Each 1 Rs Rs
accessories:- (Rupees
Incomer
a) 63A TPN MCCB, 25KA-1 No.
b) CT for meter 63/5A 10VA, CL-1 Accuracy - 3Nos.
¢) Analogue type Volt & Ampere Meter
d) One set phase indication lamp led type with 3nos.
6A, 220V SP MCB
Outgoing
e) 10A TPN MCB, 10KA-3 Nos.
f) 20A TPN MCB, 10KA-3 Nos.
g) 10A TPN MCB, 10KA- 1 No. as spare.
9 |All as per item No. 7 but having following Each 1 Rs Rs
accessories:- (Rupees
Incomer
a) 63A TPN MCCB, 25KA-1 No.
b) CT for meter 63/5A 10VA, CL-1 Accuracy - 3Nos.
¢) Analogue type Volt & Ampere Meter
d) One set phase indication lamp led type with 3nos.
6A, 220V SP MCB
Outgoing
e) 10A TPN MCB, 10KA-4 Nos.
f) 20A TPN MCB, 10KA-1 Nos.
g) 10A TPN MCB, 10KA- 1 No. as spare.
10 |All as per item No. 7 but having following Each 2 Rs Rs
accessories:- (Rupees
Incomer
a) 63A TPN MCCB, 25KA-1 No.
b) CT for meter 63/5A 10VA, CL-1 Accuracy - 3Nos.
¢) Analogue type Volt & Ampere Meter
d) One set phase indication lamp led type with 3nos.
6A, 220V SP MCB
TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 74(R) Rs

contd...




CA No. DGMAP/PHASE-II/PKG-34/Port Blair(N)/24 OF 2010-11

SCHEDULE "A", SECTION - VIII (contd...)

Serial Page No. 68(R)

1 2 4 5 6 8 9
Outgoing
e) 10A TPN MCB, 10KA-2 Nos.
f) 20A TPN MCB, 10KA- 1 No.
g) 10A TPN MCB, 10KA- 1 No. as spare.
11 [All as per item No. 7 but having following Each 0 Rs Rs
accessories:- (Rupees
Incomer
a) 63A TPN MCCB, 25KA-1 No.
c) Analogue type Volt & Ampere Meter
d) One set phase indication lamp led type with 3nos.
6A, 220V SP MCB
Outgoing
e) 10A TPN MCB, 10KA-2 Nos.
f) 10A TPN MCB, 10KA- 1 No. as spare.
12 |HIGH MAST - Supply, fixing, Testing & commissioning Set 13 Rs Rs
of 12.5 M high mast shaft and cross section of mast (Rupees
side polygon in two sections suitable for 50 m/sec wind
speed, material construction S 355 grade as per BS —
EN10 025 and Standard of galvanization as per BS EN
ISO 1461, with raising lowering system comprising,
head frame, luminaries carriage suitable to install 6
nos. luminaries in symmetrical arrangement, double
drum winch, 6mm diameter SS wire rope, trailing cable,
connector, integral power tool motor, manual handle,
junction box, lightening finial. Wiring of luminaries with
PVC insulated PVC sheathed flexible cable of suitable
copper conductor cores as mentioned in perticular
specification.
TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 74(R) Rs

contd...
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SCHEDULE "A", SECTION - VIII (contd...)

Serial Page No. 69(R)

2

4

5

6

Construction of shallow foundation with M25 grade
concrete for high mast considering the safe soil bearing
capacity at site as Specified soil investigation report, as
directed by project manager (Inclusive of fixing as
specified below).

Supply of foundation bolts manufactured from special
steel along with nuts, washers, anchor plates and
templates.

Note : Earth work, excavation & cement concrete for
foundation shall be measured and paid separately.

(@) Supply of foundation bolts manufactured from
special steel along with nuts, washers, anchor plates
and templates.

(b) Supply & fixing of 6 Nos. non-integral floodlight
luminaries with IP65 protection with two No. 250W MH
lamp and its control gear box.

(c) Supply & fixing of twin dome aviation obstruction
lights of type BJAOL 2 with two nos 100 W GLS lamps

(d) Supply & fixing of outdoor stand mounted feeder
pillar with 20A TPN MCB incomer, single dial time
switch, 45A TP contactor for the automatic switching of
luminaries, power tool control with 2 no 9A contactors
and raise lower push button, Incoming 25 sgq. mm and
out going 16 & 2.5 sq. mm terminals.

13

S& F of M.V. Danger notice plate of 1.6 mm thick mild
steel sheet, vitreous enameled white, with letters,
figures and conventional skull and bones in signal red
colour and fixed with MS clamps, bolts and nuts of
approved size, for LT, 20 x 15 cm size. Notice plate
Three language (English + Hindi + local language)
should be used in danger notice plate.

Each

137

Rs

(Rupees

Rs

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 74(R)

Rs

contd...
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SCHEDULE "A", SECTION - VIII (contd...)

Serial Page No. 70(R)

1 2 4 5 6 8 9
14 [Cement concrete 1:4:8 type D2 using 40mm graded Cum 11.23 |Rs Rs
stone aggregate as in foundations, mass concrete (Rupees
filling complete all as specified.
15 [Cement concrete 1:2:4 type B2 using 40mm graded Cum 4788 [Rs Rs
stone aggregate as in foundations concrete filling (Rupees
complete all as specified.
16 [Returning filling in soft soil, including spreading Cum 970.54 |Rs Rs
leveling, watering and well ramming in layers not (Rupees
exceeding 25cm. In soft soil complete all as specified.
17 [Removing excavated material to a distance not Cum | 1294.06 (Rs Rs
exceding 50m and depositing where directed at a level (Rupees
n exc 1.5m above the starting point complete all as
specified.
18 [Excavating in trenches or foundation not exceeding 1.5 Cum | 2156.76 [Rs Rs
m wide and not exceeding 1.5 m in depth or not (Rupees
exceeding 10 Sgm in plan and not exceeding 1.5m in
depth and getting out complete all as specified.
19 [All as per item No. 18 here in before but exceeding 1.5 2.79
mt to 3 mt depth.
20 |Supply and laying of reinforced precast concrete cable Each | 33560.00 |Rs Rs
cover, class LV, type 1, flat, size 250mm x 150mm x (Rupees
40mm complete all as specified.
21 |Supply & filling sand for cable cushing including Cum 534.37 |Rs Rs
leveling well punning, watering as required complete all (Rupees
as specified.
TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 74(R) Rs

contd...
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SCHEDULE "A", SECTION - VIII (contd...)

Serial Page No. 71(R)

1 2 4 5 6 8 9
22 |Supply, laying, testing and commissioning of following
sizes of XLPE sheathed, PVC insulated, aluminum
conductor armoured cable of 1.1 KV grade in
trench/surface of wall/ in Gl pipe/ in Hume pipe/ along
with pole for connection to overhead lines, including
fixing hardware, complete for the following cables:-
i) |3.5 core 70 sqg mm RM. 0 Rs Rs
(Rupees
i) |13.5 core 35 sq mm RM. 868 Rs Rs
(Rupees
iii) [4 core 25 sg mm RM. 256.25 |Rs Rs
(Rupees
iv) [5 core 16 sqg mm RM. 195 Rs Rs
(Rupees
V) |4 core 10 sqg mm RM. 5201 Rs Rs
(Rupees
23 |Supply, and making end termination with brass
compression gland for following sizes of XLPE
sheathed, XLPE insulated, aluminium conductor
armoured cable of 1.1 KV grade including aluminium
thimbles and connections etc, complete all as specified
for following cables:-
i) |3.5 core 70 sqg mm Each 0 Rs Rs
Set (Rupees
TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 74(R) Rs

contd...
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SCHEDULE "A", SECTION - VIII (contd...)

Serial Page No. 72(R)

1 2 4 5 6 8 9
ii) |13.5 core 35 sq mm Each 24 Rs Rs
Set (Rupees
iii) [4 core 25 sg mm 18 Rs Rs
(Rupees
iv) [5 core 16 sqg mm Each 26 Rs Rs
Set (Rupees
V) |4 core 10 sqg mm Each 256 Rs Rs
Set (Rupees
24 |Earthing for poles & other machinery/ equipment using Each 33 Rs Rs
Gl wire as earthing lead and Earthing complete with Set (Rupees
galvanized steel earth pipe electrode 40 mm bore
medium grade 2.5 m length buried directly and
preferably vertically in ground with top edge not less
than 1.25 meters below ground level connected with
earthing lead of 4 mm dia. galvanized iron of steel wire
all as shown on Electrical plate No. 3 of SSR Part-I,
2009 on page No. 497 all as specified and indicated
including earth pit and trench, excavation, removal
of surplus soil, PCC pit cover with fitting hook, funnel
with watering pipe wire mesh charcoal, salt, testing.
TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 74(R) Rs

contd...
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SCHEDULE "A", SECTION - VIII (contd...)

Serial Page No. 73(R)

2

4

5

6

25

Earthing complete with galvanised steel earth plate
electrode 600 x 600 x 6 mm thick, buried directly in
ground (earth pit not less than 2.25 M deep below
ground level) with top edge of the plate not less than
1.5 M below normal ground level, connected to Gl earth
lead wire 4.0 mm dia with bolts, nuts, check nuts and
washers of galvanised iron or steel, connected to
earthing test point all as specified and indicated
including testing on completion including PCC pit and
PCC pit cover, funnel with watering pipe of Gl 20 mm
bore medium grade, protection pipe of GI 20/25 mm
bore wire mesh, copper lugs etc. including testing and
connecting lead from test point to main switch or switch
board or equipment to be earthed all complete as
specified and shown on Electrical plate No. 2 of SSR
Part-1 2009 on page No. 496.(Gl wire from test point
shall be measured separately)

Each
Set

12

Rs

(Rupees

Rs

26

Gl earth wire 8 SWG (4 mm dia) along with LT cable
for pole earthing.

RM.

6976

Rs

(Rupees

Rs

27

Supply and laying in position Gl pipes 80 mm bore light
grade with all fittings for protection of cables complete
all as specified.

RM.

75

Rs

(Rupees

Rs

28

Supply and laying in position Gl pipes 40 mm bore light
grade with all fittings for protection of cables complete
all as specified.

RM.

201

Rs

(Rupees

Rs

29

Boring of holes under road, payment, hard standing by
trenchless technology using ultra sound technique and
nesserary machine including HDPE pipe of 150mm dia
suitable for 0.4 mpa working pressure.

RM.

40

Rs

(Rupees

Rs

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 74(R)

Rs

contd...
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SCHEDULE "A", SECTION - VIII (contd...)

Serial Page No. 74(R)

1 2 3 4 5 6 8 9
30 |Removing & handing over to MES of all existing lighting Job 1 1 Rs Rs
poles 25 nos. along with fittings & power cables which (Rupees
retrievable including making sure the uninterrupted
working of others existing street lights etc. complete as
directed by PM for Navy Station.
TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 74(R) (BELOW) Rs
SUMMARY OF SCHEDULE 'A" SECTION - VIII
a) TOTAL B/F FROM PAGE NO. 64(R) Rs.
b) TOTAL B/F FROM PAGE NO. 65(R) Rs.
c) TOTAL B/F FROM PAGE NO. 66(R) Rs.
d) TOTAL B/F FROM PAGE NO. 67(R) Rs.
e) TOTAL B/F FROM PAGE NO. 68(R) Rs.
f) TOTAL B/F FROM PAGE NO. 69(R) Rs.
g) TOTAL B/F FROM PAGE NO. 70(R) Rs.
h) TOTAL B/F FROM PAGE NO. 71(R) Rs.
j) TOTAL B/F FROM PAGE NO. 72(R) Rs.
k) TOTAL B/F FROM PAGE NO. 73(R) Rs.
) TOTAL B/F FROM PAGE NO. 74(R) (ABOVE) Rs.
Rs.

Total Amount of Schedule "A" Section - VIl carried over to General Summary on Serial Page No. 101(R)

Signature of Contractor DEPMC

Date :

For Accepting Officer
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SCHEDULE "A", SECTION - IX (contd...)

Serial Page No. 80(R)

1 2 3 4 5 6 7 8 9
51 |Earth filling including spreading, levelling, watering, rolling (with Sheep Foot Cum 17.00 135.00 2295.00

Roller), well ramming in layers, including transportation, royalty, loading and

unloading complete (Earth to be brought from outside Military area) to achieve

the formation level of block and road etc, complete all as specified.
52 |Grubbing of tree trunk, cutting of trunk portion protruding over ground digging

out roots filling holes and levelling of ground stacking of serviceable material

and removing of unserviceable material to a distance not exceeding 50m and

clearing the site, complete all as specified for following trees :-
(a) [Exceeding 30cm but not exceeding 100cm (circumference of tree trunk) Each 12.00 250.70 3008.40
(b) [Exceeding 100cm but not exceeding 150cm (circumference of tree trunk) Each 8.00 398.42 3187.36
(c) |Exceeding 150cm but not exceeding 200cm (circumference of tree trunk) Each 6.00 450.28 2701.68
(d) [Exceeding 200cm but not exceeding 250cm (circumference of tree trunk) Each 4.00 513.97 2055.88
53 |Spreading and levelling in layers not exceeding 25 cm thick with well ramming Cum 900.00 23.10 20790.00

including watering as required
54 |Felling of tree exceeding 30 cm girth including cutting of branchesand stacking

of serviceable material and disposal of unserviceable material to a distance not

exceeding 50m and clearing site.
(a) [Exceeding 30cm but not exceeding 100cm (circumference of tree trunk) Each 12.00 171.14 2053.68
(b) [Exceeding 100cm but not exceeding 150cm (circumference of tree trunk) Each 8.00 332.52 2660.16
(c) |Exceeding 150cm but not exceeding 200cm (circumference of tree trunk) Each 6.00 386.34 2318.04
(d) [Exceeding 200cm but not exceeding 250cm (circumference of tree trunk) Each 4.00 441.98 1767.92

TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 80(R) (BELOW) Rs 42838.12

SUMMARY OF SCHEDULE "A", SECTION - IX

a) TOTAL B/F FROM PAGE NO. 76

Rs. 1,63,90,005.60

b) TOTAL B/F FROM PAGE NO. 77

Rs. 1,36,15,069.58

c) TOTAL B/F FROM PAGE NO. 78

Rs. 1,12,19,357.50

d) TOTAL B/F FROM PAGE NO. 79

Rs. 1,17,07,362.24

e) TOTAL B/F FROM PAGE No. 80(R) (ABOVE)

Rs. 42,838.12

Total Amount of Schedule "A" Section - IX carried over to General Summary on Serial Page No. 101(R)

Rs. 5,29,74,633.04

Signature of Contractor

Date :

DEPMC

For Accepting Officer
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SCHEDULE "A", SECTION - X (contd...)

Serial Page No. 84(R)

1 2 3 4 5 6 7 8 9
P&L PVC 75mm diameter pipe of pressure rating 10 kgf/cm? fixed
19 |complete on wall etc, for weep hole, complete all as specified. Rm 5,000.00 90.53 452650.00
Mé&L stone boulder pitching, laid dry, hand packed tightly with
20 |grouted with cement and sand mortar (1:6), complete all as Cum 2,377.00 586.63 1394419.51
specified
21 Mé&L broken stone bpulder 50mm to 100mm size q§p03|ted, cum 6,184.00 587 35 3632172.40
spread and levelled in layers complete all as specified
Supply and fabricating steel & iron work for framed works such as
29 rglllngs, grills, grqtlngs gtc WI'[.h ends of bars shou.ldered.ar?d Kg. 2.970.00 45.97 136530.90
riveted or forged into spikess; framed guard bars; and similar
work conforming to IS speficiations, complete all as specified.
Use and waste of timbering as planking and strutting for
23 excavations not exceedmg 1.5m deep in trenches in soil, including Sqm 2.741.00 4216 115560 56
wales, struts, open poling boards, etc as may be necessary and
fixing and removal
24 |All as per Item No.23. herein before but exceeding 1.5m & not Cum 1,836.00 50.06 91910.16
exceeding 3.0m .
25 |All as per Item No.23. herein before but exceeding 3.0m & not Cum 1,251.00 57.95
. 72495.45
exceeding 4.5m.
TOTAL CARRIED OVER TO SUMMARY ON SERIAL PAGE NO. 84(R) (BELOW) Rs 5895738.98

SUMMARY OF SCHEDULE 'A" SECTION - X

a) TOTAL B/F FROM PAGE No. 82

Rs. 4,77,52,538.10

b) TOTAL B/F FROM PAGE No. 83

Rs. 7,81,54,988.45

c) TOTAL B/F FROM PAGE No. 84(R) (ABOVE)

Rs. 58,95,738.98

Total Amount of Schedule "A" Section - X carried over to General Summary on Serial Page No. 101(R)

Rs. 13,18,03,265.53

Signature of Contractor

Date :

DEPMC

For Accepting Officer
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*Above
Below

*Above
Below

*Above
Below

*Above
Below

GENERAL SUMMARY

Lump sum price worked out by the contractor for
BUILDING WORK as listed in Schedule-‘A’

Section-I.
B/F from Serial Page No. 22

Lump sum price worked out by the contractor for
INTERNAL WATER SUPPLY as listed in

Schedule-‘A’ Section-Il, representing ............... %
.............................. Percent (in Words).

Lump sum price of Rs. 75,17,513.71 inserted by the
department in Schedule- ‘A’ Section-1l on Serial
Page No. 26(R)

Lump sum price worked out by the contractor for
INTERNAL ELECTRIFICATION as Listed in
Schedule- ‘A’ Section-lll, representing ............... %
..................................... Percent (in Words).

Lump sum price of Rs. 1,74,48,535.87 inserted by
the department in Schedule- ‘A’ Section-1ll on
Serial Page No. 41(R)

Lump sum price worked out by the contractor for
ROADS, PATH & CULVERTS as Listed in
Schedule- ‘A’ Section-1V, representing ............ %
........................................ Percent (in Words).

Lump sum price of Rs. 2,07,98,752.23 inserted by
the department in Schedule- ‘A’ Section-IV on
Serial Page No. 47

Lump sum price worked out by the contractor for
AREA DRAINAGE works as listed in Schedule-‘A’
Section-V. Representing ......... P
Percent (in Words).

Lump sum price of Rs. 2,78,02,434.24 inserted by
the department in Schedule-‘A’ Section-V on
Serial Page No. 51

Total carried over to Serial Page No. 101(R)

Serial Page No. 100(R)

Contd...
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GENERAL SUMMARY (Contd...)

Total brought forward from Serial Page No. 100(R) RS,
6. Lump sum price worked out by the contractor for RS,
FENCING, COMPOUND WALL & GATE works as (Rupees
listed in Schedule—'A’ Section-VI. Representing PEES... ittt
oy Percent (in Words), e r e s
Lump sum price of Rs. 2,05,21,251.72 inserted by s s )
*Above the department in Schedule—A' SECHON-VI on @
Below  Serial Page No. 57
7. Lump sum price worked out by the contractor for RS,
RAIN WATER HARVESTING works as Listed in (Rupees
Schedule- ‘A’ Section-VII. Representing ............ % PEES o
........................................ Percent (in Words).
Lump sum price of Rs. 65,60,038.61 inserted by the s )
*Above  department in  Schedule- ‘A’ SECHON-VIL Qn s
Below  Serial Page No. 62
8. Lump sum price worked out by the contractor for
STREET LIGHTING as listed in Schedule-'A’
Section-VIII. RS,
B/F from Serial Page No. 74(R)
9. Lump sum price worked out by the contractor for RS,
SITE CLEARANCE works as Listed in Schedule- ‘A’ (Rupees
Section-IX. Representing .................. % PEES oo
........................................ Percent (in Words).
*Above  Lump sum price of Rs. 5,29,74,633.04 inserted by s )
Below  the department in  Schedule-A' SECHOM-IX Qn s
Serial Page No. 80(R)
10. Lump sum price worked out by the contractor for RS,
RETAINING WALL & STONE PITCHING works as (Rupees
Listed in Schedule- ‘A’ Section-X. Representing PEES... ittt
.................. 00 e
Percent (nWords).
Lump sum price of Rs. 13,18,03,265.53 inserted by s )
the department in Schedule-‘A’ Section-X on
Serial Page No. 84(R)
Total carried over to Serial Page No. 102(R) RS.

Contd...



